www.gentas.com.tr HIGH PRESSURE LAMINATES

Technical Data Sheet
G-AluFlex®

G-AluFlex® is an unique product using aluminium, copper,
gold and stainless steel layers instead of decorative
layers that make differences in exclusive places of use.

G-AluFlex” should be use vertical surfaces and indoors. With the
protective foil G-AluFlex® has strength to impacts during the
transportation and production.

G-AluFlex® can clean with wet clothes and non abrasive cleaning agents.
During the apply shouldnt peel the proctive foil for protect the
surface.

G-AluFlex” SR is a metal laminate which increase scratch —resistance.

G-AluFlex” SR metal laminate which used special product and
techniques for increasing scratch-resistance.

EN Classification CGS, HGS, HGP, VGS, VGP

Thickness Range

0,5 mm - 20 mm

Dimensions of HPL| 1300x3050mm, other sizes upon request

Available widths

of CPL It is produced in roll lengths of min 250m.
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G-AluFlex® Technical Data www.gentas.com.

Characteristics Test Method Required Value
T —————.
Thickness EN 438-2 section 5 0.5<t=<0.1mm:+0.10 mm
Density EN 323 1.40 = 0.05 Kg/ m?
Resistance To Surface Wear EN 438-2 Section 10
VGS, VGP P> ---
FP = ---
Scratch Resistance EN 438-2 section 25
VGS, VGP Min. 2N
Resistance to Staining EN 438-2 section 26
VGS, VGP
Group 1 +2 Min. level 5
Group 3 Min. level 4
Resistance to Dry Heat EN 438-2 section 16
at 180°c
VGS, VGP
Regular Surface Min. level 4
Resistance to Cigarette Burn EN 438-2 section 30
VGS, VGP Min. Level 3
Resistance to Water Vapor EN 438-2 section 14
VGS, VGP
Other Surface Finish Min. Level 4
Formability Radius EN 438-2 section 31 / 32
VGP
L ( Machine Direction) < 10 x laminate nominal thickness
T ( Cross Direction ) < 20 x laminate nominal thickness
Resistance To Blister EN 438-2 section 33 / 34
VGP
t,-t (Sec)
Nominal Thickness < 0.8 mm =8

Remarks :
@ HGS = Horizontal Grade Standard Laminate / @ HGF = Horizontal Grade Flame Retardant Laminate / @ VGS = Vertical Grade Standard Laminate
@ VGF = Vertical Grade Flame Retardant Laminate / @ CGS = Compact Grade Standard Laminate / @ CGF = Compact Grade Flame Retardant Grade

inteligence ¢ improvement ° innovation

2



