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HIGH PREASURE LAMINATESwww.gentas.com.tr

Characteristics Test method Tested Value Required Value

Thickness EN 438-2 section 5
According to the required 

thickness 
0.3 ≤ t ≤ 0.6 mm  : ± 0.10 mm

Density ISO 1183 - 1 1.4 gr/cm3 Min. 1.35 gr/cm3

Flatness
EN 438-2 section 9

VGS , VGP 40 mm 60 mm/m max. deviation 

Impact Resistance

EN 438-2

Small Ball section 20 
VGS , VGP 18 N Min. 15 N

Dimensional Stability at 
elevated temp. 

EN 438-2 section 17

VGS , VGP %L = 0.45   ;   %T = 1.08

Max. values

%L = 0.75   ;   %T = 1.25

Resistance to immersion in 
Boiling Water

EN 438-2 section 12

VGS , VGP
Other Surface Finish 4

Rating Min.

4

Resistance to Dry Heat 
(@ 180ºc )

EN 438-2 section 16

VGS , VGP
Other Surface Finish 5

Rating Min.

4

Resistance to Wet Heat 
(@ 100ºc )

EN 12721:1997

VGS , VGP
Other Surface Finish 5

Rating Min.

4

Resistance to water vapor 

EN 438-2 section 14

VGS , VGP
Other Surface Finish 5

Rating Min.

4

Resistance to Staining

EN 438-2 section 26

VGS , VGP
Group 1 & 2

Group
5
4

Rating Min. 

5
4

Formability Radius

EN 438-2 section 31 / 32
 VGP

L ( Machine Direction )

T ( Cross Direction )

R5

R6

≤ 10 x laminate nominal 
thickness

≤ 20 x laminate nominal 
thickness

G-Paint CPL Technical Data Sheet ( 1 )

G-Paint
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Remarks: 
@ VGS = Vertical Grade Standard Laminate

@ VGP = Vertical Grade Post Forming Laminate

@ G-Paint CPL can be produced in 8 types of products: 

1. G-Paint CPL 1SW Matt: 

 One side white Matt paintable CPL laminate + back side sanded 

2. G-Paint CPL 2SW Matt: 

 Two sides white Matt paintable CPL laminate 

3. G-Paint CPL 1SB Matt  

 One side brown Matt paintable CPL laminate + back side sanded 

4. G-Paint CPL 2SB Matt: 

 Two sides brown Matt paintable CPL laminate 

5. G-Paint CPL 1SW Embossed: 

 One side white Embossed paintable CPL laminate + back side sanded 

6. G-Paint CPL 2SW Embossed: 

 Two sides white Embossed paintable CPL laminate 

7. G-Paint CPL 1SB Embossed: 

 One side brown Embossed paintable CPL laminate + back side sanded 

8. G-Paint CPL 2SB Embossed: 

 Two sides brown Embossed paintable CPL laminate 

Characteristics Test method Tested Value Required Value

Résistance To Blister

EN 438-2 section 33 / 34
 VGP

 t2 – t1 ( Sec ) 

Nominal Thickness < 0.8 mm 15 ≥ 10


